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Amendments to the Claims ; 

This listing of claims will replace all prior versions, and listings, of claims in the 
application: 

Listings of Claims : 

1 . (Currently Amended) fe Apparatus for a radio communication system 
having a network part that at least communicates data messages generated at a data 
message service center to a mobile station operable in the radio communication system, 
the mobile station being operable pursuant to at least a first operational parameter stored 
at the mobile station that relates to the operation of the mobile station in the radio 
communications system but is not the entire software code for operating the mobile 
station, the first operational parameter during communication operations by the mobile 
station, said an improvement of the network part apparatus for facilitating downloading 
of a value defining revising the at least the first operational parameter pursuant to which 
the mobile station is operable, said apparatus comprising: 

a download-operational-parameter initiation signal generator coupled to receive 
an indication of a request to download the value defining the at least one operational 
parameter to the mobile station, said download-operational-parameter initiation signal 
generator for generating an initiation signal for communication to the data message 
service center to initiate downloading of the value defining the at least the first 
operational parameter to the mobile station; m4 
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a download-parameter request signal generator positioned at the data message 

service center, said download-parameter request signal generator for generating a data- 
message request for communication to the mobile station upon receipt of said initiation 
signal requesting initiation of the downloading of the value d e fining revising the at least 
the first operational parameter to the mobile station s and 

a data call initiator operable responsive to detection of acceptance by the mobile 
station of the data-request message, said data cell initiator for initiating a data 
connection with the mobile station to download the value revising the first operational 
parameter, the value, once downloaded, used pursuant to subsequent communication 
operations 

2. (Original) The apparatus of claim 1 wherein the radio communication 
system provides for SMS (Short Message Service) message communication, wherein the 
data message service center comprises an SMS service center, and wherein said 
download-parameter request signal generator is positioned at the SMS service center. 

3. (Original) The apparatus of claim 2 wherein the data-message request 
generated by said download-parameter request signal generator comprises an SMS 
message for communication to the mobile station. 

4. (Original) (Currently Amended) In the radio communication syst e m The 
apparatus of claim 1 , a further improvement of mobile - station apparatus for facilitating 
the downloading of the value defining the at l e ast th e first operational parameter 
pursuant to which the mobile station is op e rabl e , said mobil e- station apparatus further 
comprising: 

3 
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a data message request detector coupled to receive indications of the data 

message request generated by said download-parameter request signal generator, said 

data message request detector for detecting the data message request requesting the 

initiating of the downloading. 

5. (Cancelled) 

6. (Original) (Currently Amended) In tho radio communication system The 
apparatus of claim 5- 4 , a furth e r improvem e nt of nod e- d e vice apparatus for facilitating 
the downloading of the value d e fining th e at l e ast th e first op e rational param e t e r 
pursuant to which the mobile station is op e rable, said nod e- d e vic e apparatus further 
comprising: 

a data call connector operable responsive to initiation by said data call 
connection initiator of the data call connection, said data call connector for completing 
the data call connection between the node-device and the mobile station. 

7. (Original) The node-device apparatus of claim 6 further comprising an 
operational parameter value provider coupled to said data call connector, said 
operational parameter value provider for providing the value of the at least the first 
operational parameter to the mobile station subsequent to completion of the data call 
between the node-device and the mobile station. 

8. (Original) The apparatus of claim 7 wherein said data call initiator 
further comprises a data call status reporter operable at least responsive to successful 
downloading of the value of the at least the first operational parameter provided to the 
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mobile station by said operational parameter value provider to report the successful 
downloading of the value to the mobile station. 

9. (Original) The apparatus of claim 8 wherein said data call status 
reporter further determines whether the downloading of the value of the at least the first 
operational parameter to the mobile station is successful. 

10. (Original) The apparatus of claim 9 wherein said data call connector 
further terminates the data call connection subsequent to the report made by said data 
call status reporter. 

1 1 . (Original) The node-device apparatus of claim 6 wherein said data call 
connector further authenticates the mobiles station prior to completion of the data call 
between the node-device and the mobile station. 

12. (Original) The apparatus of claim 6 wherein the network part of the 
radio communication system comprises a radio access network and a packet data 
network coupled thereto, wherein the node-device comprises a server device coupled to 
the packet data network and wherein said data call connector comprises a functional 
entity at the server device. 

13. (Currently Amended) A In-a method for communicating in a radio 

communication system having a network part which at least communicates data 

messages generated at a data message service center to a mobile station operable in the 

radio communication system, the mobile station being operable pursuant to at least a 

first operational parameter stored at the mobile station that relates to the operation of 

the mobile station in the radio communications system but is not the entire software 

5 



Appln. No. 09/918,394 

Amdt. dated September 7, 2004 

Reply to Office Action of May 6, 2004 

code for operating the mobile station, an improvement of the first operational parameter 
used during communication operations by the mobile station the method for facilitating 
downloading of a value defining revising the at least the first operational parameter 
pursuant to which the mobile station is operable, said method comprising: 

generating an initiation signal for communication to the data message service 
center to initiate downloading of the value d e fining revising the at least the first 
operational parameter to the mobile station; af*4 

generating, at the data message service center, a data-message request for 
communication to the mobile station upon receipt of said initiation signal, the data- 
message request requesting initiation of the downloading of the value d e fining revising 
the at least the first operational parameter to the mobile statio n; and 

initiating a data call connection with the mobile station to download the 
value revising the first operational parameter, the value, once downloaded, used 
pursuant to subsequent communication operations. 

14. (Original) The method of claim 13 wherein the radio communication 
system provides for SMS (Short Message Service) message communication; wherein the 
data message service center comprises an SMS service center, and wherein the data- 
message request generated during said operation of generating the data-message request 
comprises an SMS message. 

15. (Original) The method of claim 13 further comprising the operation of: 
sending the data-message request to the mobile station; and 

detecting the data-message request, once received at the mobile station. 

16. (Cancelled) 

6 
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1 7. (Currently Amended) (Original) The method of claim 15 further 

comprising the operation, responsive to said operation of initiating the data connection, 
of completing the data call connection between the node-device and the mobile station. 

18. (Original) The method of claim 17 further comprising the operation, 
subsequent to said operation of completing the data call connection, of providing the 
value of the at least the first operational parameter to the mobile station. 

19. (Original) The method of claim 18 further comprising the operation of 
determining whether the downloading of the value of the at least the first operational 
parameter to the mobile station is successful. 

20. (Original) The method of claim 19 further comprising the operation of 
terminating the data call connection subsequent to determination made during said 
operation of determining of successful downloading of the value of the at least the first 
operational parameter to the mobile station. 
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